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CUSTOM “SBR”,
STANDARD ALTERATIONS

OR UNIVERSAL
SHAPE CODE

LENGTH

CATALOG NOMENCLATURE

FIRST  
CHARACTERS

MEASUREMENT
SYSTEM
I = Inch

M = Metric

SECOND  
CHARACTER

Basic Body Type
C Shoulder Punch Basic/Ejector
P Inch Solid Reduced Shank
R Retainers
S Shoulder Punch Basic/Solid
Y Inch Ejector Reduced Shank

THIRD 
CHARACTER

Point Shape
B Blank - Punch
C Circular
D Dee
F Flatted Round
H Hexagon
K Key Flat
O Oblong
R Rectangle
S Square
U Universal Shapes
X Reduced Body

Retainers
N Shoulder Style Round
O Shoulder Style Shaped
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INCH-SHOULDER STYLE

SOLID

VIEWS ARE SHOWN LOOKING THROUGH THE SHANK BUT DRAWN WITH SOLID LINES FOR CLARITY .

FOR STANDARD ALTERATIONS SEE 
MASTER CATALOG

CATALOG
TYPE

SHANK
D

ROUND SHAPE OvERALL LENGTH “L”

RANGE
P

MIN
W

MAX
G/P

2.50 3.00 3.25 3.50 3.75 4.00 4.50 5.00

XIS_ 37  .3750  .158- .3749  .158  .3750 X X X X X X X X

XIS_ 43  .4375  .187- .4374  .187  .4375 X X X X X X X X

XIS_ 50  .5000  .250- .4999  .187  .5000 X X X X X X X X

XIS_ 62  .6250  .375- .6249  .250  .6250 X X X X X X X X

XIS_ 75  .7500  .500- .7499  .312  .7500 X X X X X X X X

XIS_ 87  .8750  .562- .8749  .312  .8750 X X X X X X X X

XIS_ 100 1 .0000  .687- .9999  .375 1 .0000 X X X X X X X X

STANDARD FLAT LOCATION IS AT 0° AS SHOWN . 
AVAILABLE AT 90°, 180°, 270°, FOR SAME ALTERATION PRICE .

XIS_

CATALOG
TYPE

SHANK
D

POINT LENGTH ”SBR”

STD
ALTERNATES

B C

XIS_37  .3750  .50  .75 1 .00

XIS_43  .4375  .50  .75 1 .00

XIS_50  .5000  .50  .75 1 .00

XIS_62  .6250  .50  .75 1 .00

XIS_75  .7500  .50  .75 1 .00

XIS_87  .8750  .50  .75 1 .00

XIS_100 1 .000  .50  .75 1 .00

Material
Steel:   CPM M4 HRC 60-62
Heads  HRC 40-55

Standard Point Tolerance
Round P

Shape P, W +  .0005

+  .0005
-  .0000

 
 ORDER EXAMPLE:
 (Reference page 4)    POINT P(OR P&W) ALTERATION
 SPECIFY:  QTY:  TYPE  “D”  “L”  LENGTH  DIMENSIONS CODE

 EXAMPLE: 6 XISC 50 5.00 1.00 .435 F1

 EXAMPLE: 6 XISO 87 3.50 .75 .750 x .625 F1 @ 90

 Note: When ordering, standard quantity breaks are: 1, 2-3, 4-11, 12-23, 24-49, 50-99
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INCH-SHOULDER STYLE

EJECTOR

VIEWS ARE SHOWN LOOKING THROUGH THE SHANK BUT DRAWN WITH SOLID LINES FOR CLARITY .

FOR STANDARD ALTERATIONS SEE 
MASTER CATALOG

STANDARD FLAT LOCATION IS AT 0° AS SHOWN . 
AVAILABLE AT 90°, 180°, 270°, FOR SAME ALTERATION PRICE .

CATALOG
TYPE

SHANK
D

ROUND SHAPE OvERALL LENGTH “L”

RANGE
P

MIN
W

MAX
G/P

2.50 3.00 3.25 3.50 3.75 4.00 4.50 5.00

XIC_ 37  .3750  .187- .3749  .187  .3750 X X X X X X X X

XIC_ 43  .4375  .187- .4374  .187  .4375 X X X X X X X X

XIC_ 50  .5000  .250- .4999  .187  .5000 X X X X X X X X

XIC_ 62  .6250  .375- .6249  .250  .6250 X X X X X X X X

XIC_ 75  .7500  .500- .7499  .312  .7500 X X X X X X X X

XIC_ 87  .8750  .562- .8749  .312  .8750 X X X X X X X X

XIC_ 100 1 .0000  .687- .9999  .375 1 .0000 X X X X X X X X

XIC_

CATALOG
TYPE

SHANK
D

POINT LENGTH ”SBR”
EJECTOR

SIZESTD
ALTERNATES

B C

XIC_37  .3750  .50  .75 1 .00 IAE 6

XIC_43  .4375  .50  .75 1 .00 IAE 6

XIC_50  .5000  .50  .75 1 .00 IAE 6

XIC_62  .6250  .50  .75 1 .00 IAE 9

XIC_75  .7500  .50  .75 1 .00 IAE 9

XIC_87  .8750  .50  .75 1 .00 IAE 9

XIC_100 1 .000  .50  .75 1 .00 IAE 9

Material
Steel:   CPM M4 HRC 60-62
Heads  HRC 40-55

Standard Point Tolerance
Round P

Shape P, W +  .0005

+  .0005
-  .0000

 
 ORDER EXAMPLE:
 (Reference page 4)    POINT P(OR P&W) ALTERATION
 SPECIFY:  QTY:  TYPE  “D”  “L”  LENGTH  DIMENSIONS CODE

 EXAMPLE: 6 XICC 50 5.00 1.00 .435 F1

 EXAMPLE: 6 XICO 87 3.50 .75 .750 x .625 F1 @ 90

 Note: When ordering, standard quantity breaks are: 1, 2-3, 4-11, 12-23, 24-49, 50-99



7

INCH-SHOULDER PUNCH BLANKS

BASIC/SOLID/EJECTOR

FOR STANDARD ALTERATIONS SEE 
MASTER CATALOG

CATALOG
NUMBER

SOLID

SHANK 
DIA
D

OvERALL LENGTH “L”

2.50 3.00 3.25 3.50 3.75 4.00 4.50 5.00

XISB 37  .3750 X X X X X X X X

XISB 43  .4375 X X X X X X X X

XISB 50  .5000 X X X X X X X X

XISB 62  .6250 X X X X X X X X

XISB 75  .7500 X X X X X X X X

XISB 87  .8750 X X X X X X X X

XISB 100 1 .0000 X X X X X X X X

CATALOG
NUMBER
EJECTOR

SHANK 
DIA
D

OvERALL LENGTH “L”
EJECTOR 

SIZE2.50 3.00 3.25 3.50 3.75 4.00 4.50 5.00

XICB 37  .3750 X X X X X X X X IAE 6

XICB 43  .4375 X X X X X X X X IAE 6

XICB 50  .5000 X X X X X X X X IAE 6

XICB 62  .6250 X X X X X X X X IAE 9

XICB 75  .7500 X X X X X X X X IAE 9

XICB 87  .8750 X X X X X X X X IAE9

XICB 100 1 .0000 X X X X X X X X IAE 9

XISB XICB

Material
Steel:   CPM M4 HRC 60-62
Heads  HRC 40-55

 
 ORDER EXAMPLE:
 (Reference page 4)     
 SPECIFY:  QTY:  TYPE  “D”  “L” 

 EXAMPLE: 6 XISB 43 4.00
 EXAMPLE: 6 XICB 62 3.50
 Note: When ordering, standard quantity breaks are:
 1, 2-3, 4-11, 12-23, 24-49, 50-99
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INCH-REDUCED SHANK PUNCHES

SOLID/EJECTOR

FOR STANDARD ALTERATIONS SEE 
MASTER CATALOG

CATALOG
NUMBER

SOLID

SHANK 
DIA P

RANGE

HEAD
DIM

H

OvERALL LENGTH “L”

2.50 3.00 3.25 3.50 3.75 4.00 4.50 5.00

XIPX 37  .3126- .3750 0 .562 X X X X X X X X

XIPX 43  .3751- .4375 0 .625 X X X X X X X X

XIPX 50  .4376- .5000 0 .687 X X X X X X X X

XIPX 62  .5001- .6250 0 .812 X X X X X X X X

CATALOG
NUMBER
EJECTOR

SHANK 
DIA P

RANGE

HEAD
DIM

H

OvERALL LENGTH “L”

2.50 3.00 3.25 3.50 3.75 4.00 4.50 5.00

XIYX 37  .3126- .3750 0 .562 X X X X X X X X

XIYX 43  .3751- .4375 0 .625 X X X X X X X X

XIYX 50  .4376- .5000 0 .687 X X X X X X X X

XIYX 62  .5001- .6250 0 .812 X X X X X X X X

XIPX XIYX

P P

Material
Steel:   CPM M4 HRC 60-62
Heads  HRC 40-55

 
 ORDER EXAMPLE:
 (Reference page 4)     
 SPECIFY:  QTY:  TYPE  “L”  “P” 

 EXAMPLE: 6 XIPX 43 4.50 .385
 EXAMPLE: 6 XIYX 62 3.00 .5625
 Note: When ordering, standard quantity breaks are:
 1, 2-3, 4-11, 12-23, 24-49, 50-99
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METRIC-SHOULDER PUNCHES

SOLID

VIEWS ARE SHOWN LOOKING THROUGH THE SHANK BUT DRAWN WITH SOLID LINES FOR CLARITY .
FOR STANDARD ALTERATIONS SEE 
MASTER CATALOG

STANDARD FLAT LOCATION IS AT 0° AS SHOWN . 
AVAILABLE AT 90°, 180°, 270°, FOR SAME ALTERATION PRICE .

SHANK
CATALOG

TYPE

ROUND
DIA
D

ROUND SHAPE OvERALL LENGTH “L”

RANGE
P

MIN
W

MAX
G/P

70 80 90 100

XMS_ 08 08 3 .10 - 7 .99 3 .10 8 .00 X X X X

XMS_ 10 10 3 .20 - 9 .99 3 .20 10 .00 X X X X

XMS_ 13 13 5 .00 - 12 .99 4 .50 13 .00 X X X X

XMS_ 16 16 8 .00 - 15 .99 6 .00 16 .00 X X X X

XMS_ 20 20 10 .00 - 19 .99 8 .00 20 .00 X X X X

XMS_ 25 25 12 .00 - 24 .99 9 .00 25 .00 X X X X

XMS_ 32 32 16 .00 - 31 .99 10 .00 32 .00 X X X X

CATALOG
TYPE

SHANK
D

POINT LENGTH ”SBR”

STD
ALTERNATE

B

XMS_08 10 13 19

XMS_10 10 13 19

XMS_13 13 13 19

XMS_16 16 19 25

XMS_20 20 19 25

XMS_25 25 19 25

XMS_32 32 19 25

L=50 SBR MAX=13 L=60 SBR MAX=19

L=56 SBR MAX=19  L=63 SBR MAX=25

XMS_

Material
Steel:   CPM M4 HRC 60-62
Heads  HRC 40-55

Standard Point Tolerance
Round P

Shape P, W +  .01

+  .01
-  .00

 
 ORDER EXAMPLE:
 (Reference page 4)    POINT P(OR P&W) ALTERATION
 SPECIFY:  QTY:  TYPE  “D”  “L”  LENGTH  DIMENSIONS CODE

 EXAMPLE: 6 XMSC 13 90 13 10.0 F1

 EXAMPLE: 6 XMSO 16 80 STD 14.0 x 8.0 F1 @ 90

 Note: When ordering, standard quantity breaks are: 1, 2-3, 4-11, 12-23, 24-49, 50-99
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METRIC-SHOULDER PUNCHES

EJECTOR

VIEWS ARE SHOWN LOOKING THROUGH THE SHANK BUT DRAWN WITH SOLID LINES FOR CLARITY .
FOR STANDARD ALTERATIONS SEE 
MASTER CATALOG

STANDARD FLAT LOCATION IS AT 0° AS SHOWN . 
AVAILABLE AT 90°, 180°, 270°, FOR SAME ALTERATION PRICE .

SHANK
CATALOG

TYPE

ROUND
DIA
D

ROUND SHAPE OvERALL LENGTH “L”

RANGE
P

MIN
W

MAX
G/P

70 80 90 100

XMC_ 08 08 4 .00 - 7 .99 4 .00 8 .00 X X X X

XMC_ 10 10 4 .50 - 9 .99 4 .50 10 .00 X X X X

XMC_ 13 13 6 .00 - 12 .99 6 .00 13 .00 X X X X

XMC_ 16 16 8 .00 - 15 .99 7 .50 16 .00 X X X X

XMC_ 20 20 10 .00 - 19 .99 8 .00 20 .00 X X X X

XMC_ 25 25 12 .00 - 24 .99 9 .00 25 .00 X X X X

XMC_ 32 32 16 .00 - 31 .99 10 .00 32 .00 X X X X

CATALOG
TYPE

SHANK
D

POINT LENGTH ”SBR”
EJECTOR 

SIZESTD
ALTERNATE

B

XMC_08 10 13 19 MAE 4

XMC_10 10 13 19 MAE 5

XMC_13 13 13 19 MAE 5

XMC_16 16 19 25 MAE 6

XMC_20 20 19 25 MAE 6

XMC_25 25 19 25 MAE 6

XMC_32 32 19 25 MAE 6

L=50 SBR MAX=13 L=60 SBR MAX=19

L=56 SBR MAX=19  L=63 SBR MAX=25

XMC_

Material
Steel:   CPM M4 HRC 60-62
Heads  HRC 40-55

Standard Point Tolerance
Round P

Shape P, W +  .01

+  .01
-  .00

 
 ORDER EXAMPLE:
 (Reference page 4)    POINT P(OR P&W) ALTERATION
 SPECIFY:  QTY:  TYPE  “D”  “L”  LENGTH  DIMENSIONS CODE

 EXAMPLE: 6 XMCC 13 90 13 10.0 F1

 EXAMPLE: 6 XMCO 16 80 STD 14.0 x 8.0 F1 @ 90

 Note: When ordering, standard quantity breaks are: 1, 2-3, 4-11, 12-23, 24-49, 50-99
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METRIC-SHOULDER PUNCH BLANKS

BASIC/SOLID/EJECTOR

FOR STANDARD ALTERATIONS SEE 
MASTER CATALOG

CATALOG
NUMBER

SOLID

SHANK
DIA
D

OvERALL LENGTH “L”

70 80 90 100

XMSB 08 08 X X X X

XMSB 10 10 X X X X

XMSB 13 13 X X X X

XMSB 16 16 X X X X

XMSB 20 20 X X X X

XMSB 25 25 X X X X

XMSB 32 32 X X X X

CATALOG
NUMBER
EJECTOR

SHANK
DIA
D

OvERALL LENGTH “L”
EJECTOR

SIZE70 80 90 100

XMCB 08 08 X X X X MAE 4

XMCB 10 10 X X X X MAE 5

XMCB 13 13 X X X X MAE 5

XMCB 16 16 X X X X MAE 6

XMCB 20 20 X X X X MAE 6

XMCB 25 25 X X X X MAE 6

XMCB 32 32 X X X X MAE 6

XMSB XMCB

Material
Steel:   CPM M4 HRC 60-62
Heads  HRC 40-55

 
 ORDER EXAMPLE:
 (Reference page 4)     
 SPECIFY:  QTY:  TYPE  “D”  “L” 

 EXAMPLE: 6 XMSB 8 100
 EXAMPLE: 6 XMCB 16 90
 Note: When ordering, standard quantity breaks are:
 1, 2-3, 4-11, 12-23, 24-49, 50-99



12

METRIC-REDUCED SHANK PUNCHES

SOLID/EJECTOR

FOR STANDARD ALTERATIONS SEE 
MASTER CATALOG

CATALOG 
TYPE 
SOLID

SHANK 
DIA P

RANGE

HEAD
DIA
H

OvERALL LENGTH “L”

70 80 90 100

XMSX 08 6 .01 - 8 .00 13 X X X X

XMSX 10 8 .01 - 10 .00 15 X X X X

XMSX 13 10 .01 - 13 .00 18 X X X X

XMSX 16 13 .01 - 16 .00 21 X X X X

CATALOG 
TYPE 

EJECTOR

SHANK 
DIA P

RANGE

HEAD
DIA
H

OvERALL LENGTH “L”
EJECTOR

SIZE70 80 90 100

XMCX 08 6 .01 - 8 .00 13 X X X X MAE 4

XMCX 10 8 .01 - 10 .00 15 X X X X MAE 5

XMCX 13 10 .01 - 13 .00 18 X X X X MAE 5

XMCX 16 13 .01 - 16 .00 21 X X X X MAE 6

XMSX XMCX

P +.01
 -.0 P +.01

 -.0

Material
Steel:   CPM M4 HRC 60-62
Heads  HRC 40-55

 
 ORDER EXAMPLE:
 (Reference page 4)     
 SPECIFY:  QTY:  TYPE  “L”  “P” 

 EXAMPLE: 6 XMSX 08 100 7.50
 EXAMPLE: 6 XMCX 16 90 14.30
 Note: When ordering, standard quantity breaks are:
 1, 2-3, 4-11, 12-23, 24-49, 50-99
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INCH-DURA PUNCH RETAINER
TRUE SET
XIRN STYLE FOR ROUND PUNCHES

XIRO STYLE FOR SHAPED PUNCHES

PART
NUMBER

D d1 L W R H J K S G E
SCREW

SIZE
TAPPED

HOLE

XIRN-37  .375  .59 1 .75 1 .72  .38  .75  .2953  .3543  .47  .438 1 .060 5/16-18 3/8-16

XIRN-50  .500  .72 2 .00 1 .97  .50  .75  .2559  .4724  .60  .563 1 .180 5/16-18 3/8-16

XIRN-62  .625  .84 2 .12 2 .09  .56  .75  .2362  .5315  .66  .625 1 .25 5/16-18 3/8-16

XIRN-75  .750  .97 2 .37 2 .34  .69  .75  .1968  .6496  .79  .688 1 .320 5/16-18 3/8-16

XIRN-87  .875 1 .09 2 .50 2 .47  .75  .75  .1970  .7284  .85  .688 1 .400 5/16-18 3/8-16

XIRN-100 1 .00 1 .22 2 .75 2 .72  .88  .938  .2756  .8661  .97  .781 1 .600 1/2-13 5/8-11

PART
NUMBER

D r1 L W R H J K S G E
SCREW

SIZE
TAPPED

HOLE

XIRO-37  .375  .296 1 .75 1 .72  .38  .75  .2953  .3543  .47  .438 1 .060 5/16-18 3/8-16

XIRO-50  .500  .359 2 .00 1 .97  .50  .75  .2559  .4724  .60  .563 1 .180 5/16-18 3/8-16

XIRO-62  .625  .422 2 .12 2 .09  .56  .75  .2362  .5315  .66  .625 1 .25 5/16-18 3/8-16

XIRO-75  .750  .484 2 .37 2 .34  .69  .75  .1968  .6496  .79  .688 1 .320 5/16-18 3/8-16

XIRO-87  .875  .546 2 .50 2 .47  .75  .75  .1970  .7284  .85  .688 1 .400 5/16-18 3/8-16

XIRO-100 1 .00  .609 2 .75 2 .72  .88  .938  .2756  .8661  .97  .781 1 .600 1/2-13 5/8-11
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TRUE SET
XMRN STYLE FOR ROUND PUNCHES

METRIC-DURA PUNCH RETAINER

XMRO STYLE FOR SHAPED PUNCHES

PART
NUMBER

D d1 L W R H J K S G E
SCREW

SIZE

XMRN-10 10 .00 15 .5 44 .5 43 .7 9 .5 19 .0 7 .5 9 .0 12 .0 11 .1 26 .925 M8

XMRN-13 13 .00 18 .5 50 .8 50 .0 12 .7 19 .0 6 .5 12 .0 15 .2 14 .3 29 .970 M8

XMRN-16 16 .00 21 .5 54 .0 53 .2 14 .3 19 .0 6 .0 13 .5 16 .8 15 .9 31 .750 M8

XMRN-20 20 .00 25 .5 60 .3 59 .5 17 .5 19 .0 5 .0 16 .5 20 .0 17 .5 33 .530 M10

XMRN-25 25 .00 30 .5 69 .9 69 .1 22 .2 23 .8 7 .0 22 .0 24 .7 19 .8 40 .640 M12

PART
NUMBER

D r1 L W R H J K S G E
SCREW

SIZE

XMRO-10 10 .00 7 .75 44 .5 43 .7 9 .5 19 .0 7 .5 9 .0 12 .0 11 .1 26 .925 M8

XMRO-13 13 .00 9 .25 50 .8 50 .0 12 .7 19 .0 6 .5 12 .0 15 .2 14 .3 29 .970 M8

XMRO-16 16 .00 10 .75 54 .0 53 .2 14 .3 19 .0 6 .0 13 .5 16 .8 15 .9 31 .750 M8

XMRO-20 20 .00 12 .75 60 .3 59 .5 17 .5 19 .0 5 .0 16 .5 20 .0 17 .5 33 .530 M10

XMRO-25 25 .00 15 .25 69 .9 69 .1 22 .2 23 .8 7 .0 22 .0 24 .7 19 .8 40 .640 M12


